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AUSLON LonWorks® FBO – FT10 transverter

GENERAL:
Power supply:



8-24 V AC, 12 VAC recommended

Power consumption:


1.6 W max. < 0.25 W on standby

Internal protection:


39 V MOV parallel to power supply + Polyswitch® resettable fuse

Network:



LonWorks® free topology FTT-10A channel, polarity insensitive.

                                                                  Fiber optic standard SC sockets (RX and TX) .

Network ESD protection:

Internal, ~2 kV.

Dimensions:                                              Height - 80mm; Width - 25mm; Projection - 130mm (depends of              
                                                                  SC connector design)
Mounting:                                                  DIN rail
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ELECTRICAL CONNECTIONS:

Network: 

Any two consecutive pins out of four could be used for connection. Network is polarity – insensitive. Channel type is a standard FTT-10A LonTalk transceiver, LinkPower® compatible connection.


Power:

For FBO – FT10 transverter power connection polarity is irrelevant as this device circuitry is fully isolated from the field. On all AUSLON devices power supply transformer not to be earthed on secondary side, it must be left floating.

FRONT PANEL / INDICATION:
Device front panel contains:


activity LED, green to indicate FBO receiving activity.

             TX FBO Socket, for SC type FBO connector.      


RX FBO Socket, for SC type FBO connector.

 FUNCTIONALITY:

The AUSLON LonWorks® FBO – FT10 transverter module contains all of the components necessary to receive and distribute to the Local Operating Network® (LON) standard network messages from another controller by fiber optic cable. Calculated distance about 1.2 km. This device, not required any configuration, and may be used for modifications or extends existing networks without additional Lon Maker® credits. Transmitters and receivers are directly compatible with popular “industry-standard” connectors SC. They are completely specified with multiple fiber sizes; including 50/125 µm, 62.5/125 µm, 100/140 µm, and 200 µm.

FBO TX port.





FBO RX port.





Internal connections





External terminals

















Power supply 2-pin  connector.





DIN rail mounting clip.





FBO RX activity LED.





LonWorks® network connector, 4-pin
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